
T R A N S P O R T A B L E  G R A I N  S I L O S

FEATURES & INCLUSIONS

Delivered and installed ready to use
Silos sealed gas tight 
Zincalume barrel and roofs and galvanized support structure
White Colourbond walls & roof to effectively reduce the
temperature inside the silo, ensuring greater storage
conditions
All models can be custom designed to suit your specific
needs
Covered by HE Silos Gunnedah 5 year warranty
Sight glasses in each  barrell to indicate level of grain in silo
HE Silos Phosbox
Pressure relief valve
Ground operated opening lid system
Manhole in base

DELIVERY & INSTALLATION
Model 150 - 2800 $8.50per km
one way including truck & pilot
vehicle
Model 3600 - 4320 $10.00per
km one way include truck & 2x
Pilot Vehicles
Overnight allowance $660

OPTIONAL UPGRADE /
EXTRAS 

Additional sight glasses 
Sealed Bagging chute 
Colourbond white wall & roof 
10mm Footplates 
Fumigation & Aeration 

Tonnes are approximate based on
wheat at 810kg/m3 with 5%
compaction

G S T  I N C L U S I V E

Model Tonnes
Cubic

Meters
Height Auger Diameter

Cone
Degree

Cone to
Ground

150 4.4 5.5 3.3m 6.0m (19') 1.8m 30 600mm

300 8.3 9.8 3.8m 6.7m (21') 2.4m 45 600mm

300E 8.3 9.8 4.5m 7.2m (23') 2.4m 45 1000mm

420 11.4 13.5 4.6m 8.0m (26') 2.4m 45 600mm

420E 11.4 13.5 5.3m 8.5m (28') 2.4m 45 1000mm

510 14.5 17.1 5.5m 8.8m (29') 2.4m 45 600mm

510E 14.5 17.1 6.1m 9.3m (31') 2.4m 45 1000mm

750 23.4 27.6 5.6m 9.0m (30') 3.0m 30 600mm

940 28.0 33.0 5.0m 9.0m (30') 3.7m 30 600mm

1200 35.2 41.5 5.8m 9.8m (32') 3.7m 30 600mm

1500 42.6 50.2 6.7m 11.0m (36') 3.7m 30 600mm

1700 49.8 58.7 7.5m 12.2m (42') 3.7m 30 600mm

2000 53.1 62.5 6.2m 11.0m (36') 4.5m 30 600mm

2350 63.7 75.0 6.9m 12.2m (42') 4.5m 30 600mm

2800 74.2 87.4 7.8m 13.7m (45') 4.5m 30 600mm

3600 97.0 114.2 8.7m 16.7m (55') 4.75m 30 550mm

3960 108.8 128.0 9.5m 18.3m (60') 4.75m 30 550mm

4320 121.0 142.4 10.3m 20.0m (65') 4.75m 30 550mm
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